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Rinieri’s Bio-Dynamic series is ideal for mechanical weeding  
up to 6 MPH. Comprised of the Bio-Disc which breaks up 
the ground near the plants and the Bio-Star, with rubber 
spokes for inter-row processing. This series comes in a 
variety of configurations, with 2 or 3 Bio-Discs and different 
sizes and consistencies of Bio-Star dependent on type of 
soil and application. The tool angle is fully adjustable and 
has an add-on option for hydraulic controls.

Bio-Dynamic DuoBio-Dynamic

MODEL (Config.) Row Min Row Max Offset (from center) Bio-Discs Bio-Star Weight
Single (N Rear) 10N5R 5’ 9.5’ 27” - 49” 2 21” Hard 575 lbs
Single (N Rear) 10N7G 5.5’ 9.5’ 27” - 49” 2 27” Medium 595 lbs
Single (N Rear) 10N7R 5.5’ 9.5’ 27” - 49” 2 27” Hard 620 lbs
Single (W Rear) 15W7G 9’ 14.5’ 48” - 79” 3 27” Medium 685 lbs

Single (W Rear) 15W7R 9’ 14.5’ 48” - 79” 3 27” Hard 705 lbs

Single (W Rear) 15W9A 9’ 14.5’ 48” - 79” 3 37” Soft 750 lbs

MODEL (Config.) Row Min Row Max Offset (per side) Bio-Discs Bio-Star Weight
Duo (N Rear) 07N5R 4.5’ 7.75’ 25.5” - 42” 2 21” Hard 705 lbs
Duo (N Rear) 07N7G 4.5’ 7.75’ 25.5” - 42” 2 27” Medium 740 lbs
Duo (N Rear) 07N7R 4.5’ 7.75’ 25.5” - 42” 2 27” Hard 770 lbs
Duo (N Rear) 10N7G 5.75’ 10’ 31.5” - 118” 2 27” Medium 795 lbs
Duo (N Rear) 10N7R 5.75’ 10’ 31.5” - 118” 2 27” Hard 830 lbs
Duo (W Rear) 12W7G 7.5’ 11.75’ 90.5” - 142” 3 27” Medium 840 lbs
Duo (W Rear) 12W7R 7.5’ 11.75’ 90.5” - 142” 3 27” Hard 870 lbs

Soft Medium Hard

Bio-Star Bio-Discs Optional SRV Add-On

N = Narrow   W = Wide All Models Available in Front Mount Configuration


